
19

Engine data 9-series

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp kW hp

DC09 084/384A – – 202 275 – –

DC09 085/385A – – 232 315 – –

DC09 085/385A – – 243 330 – –

DC09 085/385A – – 257 350 – –

DC09 086/386A – – – – 276 375

DC09 086/386A – – – – 294 400

DC09 087/387A 202 275 – – – –

DC09 089/389A 237 322 – – – –

EU Stage IV and US Tier 4f compliant engines*

*  Engine types starting with 3 (e.g. DC09 386A) are compliant with EU Stage IV.  
Engine types starting with 0 (e.g. DC09 086A) are compliant with EU Stage IV and US Tier4f.

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp kW hp

DC09 310A 202 275 – – – –

DC09 310A 240 326 – – – –

DC09 311A 202 275 – – – –

DC09 311A 240 326 – – – –

DC09 312A – – 202 275 – –

DC09 312A – – 232 315 – –

DC09 313A – – 257 350 – –

DC09 313A – – – – 276 375

DC09 313A – – – – 294 400

EU Stage V and Korean Tier 5 compliant engines

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC09 327A – – 294 400

EU Stage V (RLL-v/c-1) compliant engine for locomotives

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp kW hp

DC09 330A 202 275 – – – –

DC09 330A 240 326 – – – –

DC09 331A 202 275 – – – –

DC09 331A 214 291 – – – –

DC09 331A 240 326 – – – –

DC09 332A – – 202 275 – –

DC09 332A – – 232 315 – –

DC09 333A – – 257 350 – –

DC09 333A – – – – 276 375

DC09 333A – – – – 294 400

China Phase IV compliant engines

Scania DC 16 litre

Scania 9.3 litre power generation engine

Scania Engines 13-litre industrial engine

Industrial engine range
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Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC13 327A – – 405 550

EU Stage V (RLL-v/c-1) compliant engine for locomotives

*  Engine types starting with 3 (e.g. DC13 384A) are compliant with EU Stage IV.  
Engine types starting with 0 (e.g. DC13 084A) are compliant with EU Stage IV and US Tier4f.

**Engine for fire and emergency applications. Complies with US Tier 4f only.

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 1,900 rpm IFN 2,100 rpm

kW hp kW hp kW hp kW hp

DC13 084/384A – – 294 400 – – – –

DC13 084/384A – – 331 450 – – – –

DC13 085/385A – – – – – – 368 500

DC13 085/385A – – – – 405 550 – –

DC13 086A** – – – – 405 550 – –

DC13 087/387A 257 350 – – – – – –

DC13 087/387A 283 385 – – – – – –

DC13 087/387A – – 257 350 – – – –

EU Stage IV and US Tier 4f compliant engines*

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC13 076A 257 350 – –

DC13 076A 294 400 – –

DC13 076A – – 331 450

EU Stage IIIA, China Phase III, India Bharat Stage III and  
Brazil MAR-I compliant engines

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC13 074A 257 350 – –

DC13 074A 294 400 – –

DC13 074A 331 450 – –

DC13 074A – – 368 500

EU Stage II, China Phase II and Russian Stage I compliant engines

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC13 091A 257 350 – –

DC13 091A 294 400 – –

DC13 091A 331 450 – –

DC13 091A – – 368 500

Fuel-optimised, non-compliant engines

Note: Engine type DC13 091A is only available in the Scania Latin American market.

Engine type L mm (in) W mm (in) H mm (in) Weight** kg (lb) 

DC09 310/311/312/313/327/
330/331/332/333A 1,214 (47.8) 982 (38.7) 1,209 (47.6) approx. 950 (2,094)

DC09 /085/086/087/089A 1,234 (48.6) 982 (38.7) 1,107 (43.6) approx. 975 (2,149)

DC09 074/076A 1,242 (48.9) 842 (33.1) 1,119 (44.1) approx. 950 (2,094)

Dimensions and weights of industrial 9-litre engines 

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC09 074A 202 275 – –

DC09 074A 232 315 – –

DC09 074A 243 330 – –

DC09 074A 257 350 – –

DC09 074A – – 276 375

DC09 074A – – 294 400

EU Stage II, China Phase II and Russia Stage I compliant engines

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC09 076A 202 275 – –

DC09 076A 232 315 – –

DC09 076A – – 243 330

DC09 076A – – 257 350

EU Stage IIIA, China Phase III, Indian Bharat Stage III and  
Brazil MAR-I compliant engines

** Excluding oil and coolant.

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp kW hp

DC13 330A 257 350 – – – -

DC13 330A 283 385 – – – –

DC13 330A 294 400 – – – –

DC13 331A 257 350 – – – –

DC13 331A 294 400 – – – –

DC13 332A – – 294 400 – –

DC13 332A 331 450 – – – –

DC13 332A – – 331 450 – –

DC13 333A 368 500 – – – –

DC13 333A – – – – 368 500

DC13 333A – – – – 405 550

China Phase IV compliant engines

* Engine for fire and emergency applications. Complies with EU Stage V only.

Engine type 
ICFN 1,800 rpm ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp kW hp

DC13 310A 257 350 – – – -

DC13 310A 283 385 – – – –

DC13 310A 294 400 – – – –

DC13 311A 257 350 – – – –

DC13 311A 294 400 – – – –

DC13 312A – – 294 400 – –

DC13 312A 331 450 – – – –

DC13 312A – – 331 450 – –

DC13 313A – – – – 368 500

DC13 313A – – – – 405 550

DC13 314A* – – – – 405 550

EU Stage V and Korean Tier 5 compliant engines
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Engine type 
ICFN 2,000 rpm IFN 2,000 rpm

kW hp kW hp

DC16 092A – – 555 755

EU Stage V (RLL-v/c-1) compliant engine for locomotives

Engine data 16-series

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC16 084/384A 405 550 – –

DC16 084A** 441 600 – –

DC16 084/384A 478 650 – –

DC16 084/384A – – 493 670

DC16 085A * – – 566 770

DC16 091A** 405 550 – –

DC16 091A** – – 493 670

EU Stage IV and US Tier 4f compliant engines

* Complies with US emission regulation for engines >560 kW. DC16 085A is an all-speed engine. 
For the emission certificate to be valid, it must not be used in generator set.

 Note: A Scania engine that is certified in a regulatory power category greater than 560 kW may 
under no circumstances be permanently constrained to a maximum level below 560 kW.

** Engine for fire and emergency applications.

Engine type L mm (in) W mm (in) H mm (in) Weight** kg (lb) 

DC13 310/311/312/313/327/
330/331/332/333A

1,378 (54.3) 941 (37.1) 1,209 (47.6) approx. 1,050 (2,315)

DC13 084/085/087/089A   1,398 (55) 955 (37.6) 1,119 (44.1) approx. 1,075 (2,369)

DC13 074/076/091A 1,406 (46.5) 861 (33.9) 1,113 (43.8) approx. 1,050 (2,315)

Dimensions and weights of industrial 13-litre engines 

EU Stage V compliant engines

Engine type 
ICFN 2,000 rpm IFN 2,000 rpm

kW hp kW hp

DC16 385A – – 566 770

DC16 386A* – – 566 770

* Engine for fire and emergency applications.

EU Stage V and Korean Tier 5 compliant engines

Engine type 
ICFN 2,100 rpm ICFN 1,900 rpm IFN 1,900 rpm

kW hp kW hp kW hp

DC16 313A 405 550 – – – –

DC16 313A 450 612 – – – –

DC16 314A – – – – 478 650

DC16 314A – – – – 522 710

DC16 316A – – 405 550 – –

DC16 316A – – 450 612 – –

DC16 316A – – – – 478 650

DC16 317A 405 550 – – – –

DC16 317A 450 612 – – – –

DC16 317A 478 650 – – – –

DC16 317A – – – – 522 710

DC16 318A* – – – – 522 710

* Engine for fire and emergency applications. Complies with EU Stage V only.

* Engine for fire and emergency applications.

Engine type 
ICFN 2,100 rpm IFN 2,000 rpm

kW hp kW hp

DC16 084A 441 600 – –

DC16 092A* – – 566 770

US Tier 4f compliant engines

* Engine for fire and emergency applications.

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC16 094A* – – 522 710

Euro 5 compliant engines

China Phase IV compliant engines

Engine type 
ICFN 2,100 rpm ICFN 1,900 rpm IFN 1,900 rpm

kW hp kW hp kW hp

DC16 336A – – 405 550 – –

DC16 336A – – 450 612 – –

DC16 336A – – – – 478 650

DC16 337A 405 550 – – – –

DC16 337A 450 612 – – – –

DC16 337A 478 650 – – – –

DC16 337A – – – – 522 710

DC16 338A* – – – – 522 710

* Engine for fire and emergency applications. 

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC16 074A 405 550 – –

DC16 074A 478 650 – –

DC16 074A – – 515 700

China Phase II and Russia Stage I compliant engines

Engine type 
ICFN 1,900 rpm IFN 1,900 rpm

kW hp kW hp

DC16 076A 368 500 – –

DC16 076A – – 405 550

DC16 076A – – 425 578

China Phase III and India Bharat Stage III compliant engines

Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC16 088A – – 574 780

China Phase III compliant engines
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Engine type 
ICFN 2,100 rpm IFN 2,100 rpm

kW hp kW hp

DC16 086A – – 566 770

Fuel-optimised, non-compliant engines

Engine type L mm (in) W mm (in) H mm (in) Weight** kg (lb)

DC16 074/076A 1,345 (53) 1,096 (43.1) 1,205 (47.4) approx. 1,340 (2,954)

DC16 084/087/091/094/384A 1,410 (55.5) 1,199 (47.2) 1,289 (50.8) approx. 1,375 (3,031)

DC16 085/086/092/385/386A 1,315 (51.8) 1,126 (44.3) 1,207 (47.5) approx. 1,340 (2,954)

DC16 313/314A 1,572 (61.9) 1,126 (44.3) 1,297 (51.1) approx. 1,361 (3,000)

DC16 
316/317/318/336/337/338A

1,409 (55.5) 1,198 (47.2) 1,288 (50.7) approx. 1,381 (3,045)

Dimensions and weights of industrial 16-litre engines

Engine type 
IFN 1,900 rpm IFN 2,000 rpm

kW hp kW hp

DC16 087A* – – 515 700

DC16 087A* 551 750 – –

US Tier 3 compliant engines

* Engine for fire and emergency applications.

** Excluding oil and coolant.

Engine type L mm (in) W mm (in) H mm (in) Weight** kg (lb) 

DC16 320A 1,572 (61.9) 1,126 (44.3) 1,297 (51.1) approx.  
1,361 (3,000)

DC16 071A 1,324 (52.1) 1,127 (44.4) 1,288 (50.7) approx.  
1,340 (2,954)

DC16 072/078A 1,315 (51.8) 1,126 (44.3) 1,207 (47.5) approx.  
1,340 (2,954)

DC016 084A  1,400 (55.12) 1,199 (47.20) 1,289 (50.75) approx.  
1,375 (3,031)

DC16 093A 1,345 (53.0) 1,096 (43.1) 1,205 (47.4) approx. 
1,340 (2,954)

OC16 071A 2,021 (79.6) 1,316 (51.8) 1,754 (69.1) approx. 
1,352 (2,980)

Dimensions and weights of power generation 16-litre engines

** Excluding oil and coolant.

Depending on emission compliance, the rating and output range may vary. For further details, 
please check the technical specification sheets on your local Scania market site.


